2800 HS(HT)

WET ROTARY
SPECIFICATIONS

STANDARD RIG

Power Source Weights
PTO Drive — Split shaft style, side mounts available Basic Unit (Approx) 4200 Lbs.
depends on the truck configurations. For Options Add:
Consult factory for details. Cathead 200 Lbs.
Hoisting Winch 165 Lbs.
Deck Engine — Diesel Moyno Pump 435 Lbs.
Deutz, 4 cyl.
Horsepower 54 HP Slide Base
Fuel Tank Capacity 15 Gal. Travel Length — In/Out Total 8"
Deutz, 4 cyl.
Horsepower 71 HP OPTIONS & ACCESSORIES
Drillhead
Single speed range hydrostatic tophead Winches (Hydraulic)
Drive with hydraulic off-hole, for wet Main Hoisting Winch w/ brake
rotary drilling (2840 ft.Ibs. max/0-185 RPM) Capacity 4500 Lbs.
Bare Drum Line Speed 135 F
Feed Cable Capacity 150’ of 3/8” cable
Pullup/Pulldown 12,000 Lbs. Aux. Hoisting Winch without brake
Rate of Travel- 0-100 Ft./Min. Capacity 2550 Lbs.
Bare Drum Line Speed 190 or 380 FPM
Mast and Extension Cable Capacity 180 of 5/16" cable
Drillhead travel — net stroke 136"
Overall length — ext., retracted 214" Pumps (Hyd. Powered for drilling fluids or grout.)
Overall length — ext., raised 305" Progressing Cavity, Piston, and Centrifugal styles

available. Consult Features/Option List for details.
Hydraulic Pressure Relief

Rotary Head 5000 PSI
Pulldown 0-2500 PSI
21 GPM Circuit 2500 PsI
10 GPM 2500 PsI
Hydraulic Flows
Variable Volume Pump 0-32 GPM
Auxiliary Pump
Main Segment 23 GPM
Second Segment 11 GPM
Hydraulic Oil Cooler 20,000 BTU/Hr
Reservoir Capacity 32 Gal.

Specifications are based on engineering and are subject to change without notice.
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