
EARTHPROBE 200 ATV 
 
 
 

 
This John Deere 2030 ProGator combines strength, reliability and flexibility with durability and payload capacity to take 
your SIMCO EARTHPROBE (EP) 200 off-road.  Room for two operators and a full complement of probing tools the 
4x4 ProGator is the rig of choice for off-road use. 
 
The EARTHPROBE (EP) 200 and the ProGator have separate power and fuel sources.  Which means you can get to 
the site and complete the probing job, no matter how long it takes, without fear of running out of fuel on the way back. 
 
When rough terrain is not a problem, the EARTHPROBE (EP) 200 can be easily removed from the ProGator and 
transferred to another type of carrier, such as a truck, trailer or skid.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

GENERAL SPECIFICATIONS 
 
Engine.......................4 Cycle Diesel, Liquid Cooled, Yanmar Fuel Capacity.......................................................... 8 gallons 
  
Transmission .................5 speed man. Synchro-mesh w/ rev. Tires..............................................................Consult Factory 
   
Electrical.....12 volts w/55 Amp regulated alternator, key start Tread width centerline-front........................................... 48.5” 
   -rear .......................................... 50.8” 
Speed.................................................................. 0 – 18 mph  
  Ground clearance (unloaded).......................................... 6.4” 
Drive...............................................Two or Four Wheel Drive  
  Overall width .............................................................. 62.4” 
Steering.................................................... Hydrostatic Power  
  Turning Radius- 2WD....................................................... 17” 
Brakes..........................Four wheel hyd. drum, parking brake                           - 4WD...................................................... 69” 
   
Suspension............................... Dual leaf springs and shocks  Weight-(w/EARTHPROBE) .................................... 4,000 lbs. 
   
 

Specifications are based on engineering and are subject to change without notice. 
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EARTHPROBE 200 SKID 
 
 
 
 
 

SPECIFICATIONS 
 
This skid provides an exceptionally stable base for the EARTHPROBE 200.  It also allows you to get the 
rig to job sites inaccessible to a truck or trailer.  A skid mounted EARTHRPOBE 200 can go inside 
buildings, basements and other low clearance or tight access areas.  Four heavy duty, retractable wheels 
allow it to be rolled easily across hard surfaces.  One side of the skid can even be moved inward so the 
complete unit will fit through 36 inch wide doorways.  The mast can be raised under an 8 foot ceiling with 
all functions fully operational. 
 
An optional hydraulic winch (4000 pound pull) can be used to move the skid up or down slopes too steep 
and terrain too rough for even ATV carriers.  50 feet of 5/16 inch cable and a safety hook are included.  
Quick disconnect hydraulic hoses plumb the winch to the EARTHPROBE 200’s standard auxiliary control 
valve. 
 
When limited access is not a problem, the EARTHPROBE 200 can be easily unbolted  from the skid and 
transferred to another type of carrier such as a truck, trailer or ATV. 
 
 

 
Specifications are based on engineering and are subject to change without notice. 
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